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INSTALLATION/RETROFIT INSTRUCTIONS FOR 
OSRAM ELECTRONIC FLUORESCENT BALLASTS 


(Please read entire instructions before completing installation) 


Commercial Electronic Ballasts (not for residential use) 


Failure to install and wire this ballast and its fixture in accordance with the National 
Electrical Code (NEC), all applicable Federal, State and local electrical codes, as well as 


the specific U.L. safety standards for the intended working environment 
(location/application) may cause serious personal injury, death and /or property damage. 


Installation should be performed by qualified personnel only. 
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Be sure that POWER to fixture/ballast is 


OFF before servicing or replacing components. (Turn off 


the breaker or remove the fuse from the circuit to 
disconnect the power to the fixture) 

Check that replacement ballast is the correct 
type/model for the lamp type being used and for the 
input voltage at the point of ballast installation. 
Check to be sure that power is OFF; remove the lamps 
and fixture cover (cover plate). Cut the existing ballast 
wires close to the ballast case. Remove the existing 
ballast and discard properly, being sure to save mounting 
hardware (screws, nuts, bolts etc.). 

Inspect all lampholders for pitting, deformation, 
oxidation, overheating or other signs of misuse or excess 
wear and replace if necessary. 

Mount the new ballast securely into the fixture by 
utilizing the existing fixture hardware or new hardware if 
needed. Be sure the ballast case is grounded to the metal 
fixture. Ballast case grounding is usually accomplished by 
securely fastening the ballast mounting hardware to the 
metal fixture. Note: Some ballast models may have a 
separate ground wire or terminal that needs to be 
grounded in addition to the ballast case ground. 

Be sure to GROUND ballast & fixture in 


compliance with National Electrical Code and all 


applicable Federal, State and local electrical codes. 
Trim (cut) the existing wires (ballast wires and/or fixture 
wires) if necessary to mihimize total wire lengths to ensure 


that excess wire is not bunched up in the fixture. 
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These instructions are guidelines only. Installation may vary for different fixtures/applications. Be 
sure to follow all applicable codes and standards when installing replacement ballasts. 


DISCONNECT POWER TO THE FIXTURE BEFORE INSTALLING BALLAST 
Make sure ballast and fixture are properly grounded per National Electrical Code (NEC). 


Se — 


Be sure that approximately ’% inch of insulation is stripped 
off all wire leads. 

Connect the new replacement ballast per the wiring 
diagram on its label. Use only U.L. listed connectors (wire 
BE SURE TO INSULATE (’CAP 
OFF”) ANY UNUSED LEADS INDIVIDUALLY. 


(capping off) unused leads is required when using fewer 


nuts). 


Insulating 


lamps than specified on 2, 3 or 4 lamp Instant Start or 
PROStart ® Parallel electronic ballasts. Examples: 
Operating only 1 lamp on a 2-lamp ballast, 2 lamps on a 3- 


lamp ballast or 3 lamps on a 4-lamp ballast. 


REMOTE OR TANDEM BALLAST WIRING: 


10. 


17. 


— == 
13. 


QUICKTRONIC® Instant Start and PROStart electronic 
ballasts can be “remote mounted” up to 20 feet between 
the ballast case & lamp sockets for full wattage lamps 
(note: SUPERSAVER lamps have reduced max.lead 


_ lengths specs: see specifications for details/application _ 


notes). 
Be sure to re-check for correctness and compatibility of all 
components (e.g. correct ballast, lamp and socket type, 
correct line voltage, correct wiring, proper grounding and 
secure mounting). 
Replace fixture cover (cover plate); Check to be sure 
that wire insulation is not damaged and that no wire is 
exposed, caught, pinched or contacting fixture/metal. 
install new lamps (be sure proper type for ballast). 
Ensure that all installation and safety requirements have 
been completed properly, then TURN ON POWER TO 
FIXTURE. 

DOC#X28046 REV 3 


443529061392 REV.B 


PLEASE READ THE FOLLOWING NOTICE BEFORE INSTALLING 
OSRAM Commercial Electronic Ballasts (not for residential use) 


This equipment has been tested and found to comply with FCC 47 CFR Part 18, Non-Consumer RFI/EMI limits. These FCC limits 
are designed to provide reasonable protection against radio frequency interference in non-consumer (commercial) applications. 
This electronic device meets the FCC non-consumer limits for EMI (power line conducted) and RFI (radiated) electromagnetic 
interference; however, this device still may cause interference to other electronic devices. If interference occurs with devices such 
as radios, televisions, wireless telephones and other electronic equipment, relocate the above electronic equipment away from 
this product and/or plug the device into a different electrical outlet. 

Install in accordance with the National Electrical Code (NEC), all applicable Federal, State and local electrical codes as well as the 
specific U.L. safety standards for the intended working environment (location/application). 
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